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IMPLANT ENGINE LED

IMPLANT ANGLE

@ BLDC motor with high performance designed by
Saeshin's own high technology and Know-How

‘ (
*RPM  : (20:1) 30rpm ~ 2,000rpm / (32:1) 20rpm ~ 1250rpm \‘//‘/ ‘
* Torque : 20:1 (5.0 ~ 55Ncm ) 32:1 (5.0 ~ 65Ncm ) -

* Gear ratio : 1:5, 1:4, 1:1, 16:1, 20:1, 27:1, 32:1, 64:1

* Contra angle : TRAUS CRB26LX (Optic) / TRAUS CRB26XX (Non Optic)
MAX TORQUE : 80Ncm

* E-type motor : TRAUS MBP10SL(SX) followed "ISO 3964" for standard e o 0
connection (BLDC motor - 0~40,000rpm) ' ' '

* Maximum Pump : Max.75mL/min

® 10 Programs memory function

@ Automatic overload protection function

® Actual RPM and Torque is indicated when motor is running, 0 e
which makes user verify proper working condition
during operation.

@ Ergonomi’ foot controller

® Optic function : (Option)
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LCD Window FOOT HANGER —‘

m (Option)

OPTIC
Traus CRB26LX + Traus MBP10SL
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Membrane touch panel NON OPTIC

Traus CRB26XX + Traus MBP10SX



